
IR Plus® Fusion Technology,        
                 providing fast, safe and 

reliable non-contact fusion
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Fast:

•	unique, ambient temperature-controlled 

cooling process

•	short process time

•	up to 60 % faster fusion compared with con-

ventional butt fusion  

	

Reliable:

•	more than 8 million field welds

•	12 years market experience

•	on-site failures in ‰ range

•	entirely reproducible fusion 

•	not sensitive to voltage fluctuations

Simple Operation:

•	user guidance in 8 languages

•	all accessories integrated in the machine

•	simple and fast dimension change process

•	welding flexibility with adjustable  

clamp station

Safe:

•	fully controlled and monitored fusion 

process

•	optimal fusion bead geometry 

•	low-stress fusion

•	complete traceability

•	1800 weld memory

•	weld factor over 0.9

•	automatic maintenance indicator 

•	EMI-protected intelligence

•	read-out software

Features and Benefits

Customer benefits:

•	Lower cost of ownership

•	more efficient and productive installation 

•	quick introduction to machine handling

•	traceability program

•	excellent fusion weld quality  

•	proven and tested technology worldwide

•	fusion results per DVS

•	minimal, defined bead (favorable for flow, minimal 

dead space) 

•	global customer support and rental service

•	fusion at room temperature 41 °F– 104 °F

•	Simple software updates



	 3

IR 63 Plus® 

Dimensions:	

20mm (½") - 63mm (2") , all materials

Includes remote welding unit.

BETA-PP®	 >	 PP-H

PROGEF® Natural	 >	 PP-n

SYGEF® PLUS	 >	 PVDF High Purity 

SYGEF® Standard	 >	 PVDF Standard

FUSEBOND	 >	 PFA High Purity

IR 225 Plus®

Dimensions:	

63mm (2") - 225mm (9"), SYGEF® PVDF & Beta-PP®

63 mm (2”) - 110mm (4”), PROGEF® Natural

IR Plus® WIN WELD read-out software

All IR Plus® fusion records can be downloaded 

effortlessly from the IR machines via a PC-

MCIA record card. Then write-protected stored 

and administered on a PC/Notebook, using the 

IR Plus® WIN WELD software.

IR 315 Plus®

Dimensions:	

250mm (10") - 315mm (12"), SYGEF® PVDF only
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The technical data are not binding and not expressly warranted characteristics 
of the goods. They are subject to change. Please consult our General Conditions 
of Supply. 
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